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High Voltage Rail-to-Rail

SGMICRO Output Operational Amplifiers




GENERAL DESCRIPTION（可替代AD8566ARMZ ）

The SGM8271 (single), SGM8272 (dual) and SGM8274 (quad) are high voltage operational amplifiers that are designed to offer a wide input common mode voltage range and output voltage swing. These devices can operate from ±2.25V to ±18V dual power supplies or from +4.5V to +36V single supplies.

The devices feature high slew rate, low input bias and offset current, low offset voltage and low offset-voltage temperature coefficient.

The SGM8271/2/4 are specified over the extended -40℃ to +125℃ temperature range. The SGM8271 single is available in Green SOT-23-5, MSOP-8 and SOIC-8 packages. The SGM8272 dual is available in Green SOIC-8 and MSOP-8 packages. The SGM8274 quad is available in Green SOIC-14 and TSSOP-14 packages.
2.SGM2036-3.3YN5G    可以 替代NP102N331B 
3.SGM2036-1.8YN5G    可以 替代NP102N181D  

如需要详细规格书，请联系我司：
深圳市致远达科技有限公司

地址：深圳市南山科技园科苑南路高新四道R1-A栋现代大厦5楼B区

电话:+86 0755-83407257 /13500042204

传真:+86 0755-83406958

邮箱：smartlong@zydtech.com
